
New Product

Replaced by the RP-700 series

                           series

Roller Encoder

The Roller Encoders of Ono Sokki are highly precise and are well-received in 
line speed measurement or length measurement of film, paper, or steel plate 
produced at production line. This new RP-7400 series Roller Encoder, replaced 
by the RP-700 series, provide two-phase signal output as standard and are 
available for both clockwise pulse and counterclockwise  pulse. Output type is 
selectable from emitter, collector, or open collector depending on your needs. 
Easy replacement from RP-721 series to RP-7400 series.  

Application
Cutting film, paper, steel plate in same size (length measure-
ment)

Analyzing line speed fluctuation (speed measurement)

RP-7400 200 P/R (Roller encoder)
RV-3150 (Reversible Counter)
RP-0182 (Signal cable)

RP-7400 1200 P/R (Roller encoder)
V-1400 (F/V Convertor)

CF-4500 (FFT Comparato )
MX-105 (Signal cable 5 m)
RP-0182 (Signal cable 5 m)

The RP-7400 series Roller encoder precisely measure length 
of object moving along the continual cutting line.  Pulses 
measured by the PR-7400 series are calculated in the PLC 
to cut the object in same size. In this example, the RV-3150 
Reversible Counter is used to calculate the pulses.

Contact the RP-7400 series directly to the object and 
measure the line speed. Convert the measured line 
speed to voltage  (10 V/F.S.) by the FV-1400. And then 
analyze the speed fluctuation by the CF-4500 (FFT 
Comparator)  to obtain the speed fluctuation rate. 

Overview

http://www.onosokki.co.jp/English/english.htm



Feature

Specif ication

RoHS,CE marking

Selectable pulse number (120, 200 or 1200 P/R)

Totem pole output (standard) 
           Emitter output RP-0701:option
           Collector output RP-0702:option
           Open collector RP-0703:option 

4 output formats

Electrical

General

Mechanical
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